
       RJ  M  73P 0204 B  3   T    1114     

FILM TYPE RESISTANCE VALUE 
RJ:  PRECISION METAL FILM

  RF:          HIGH  FREQUENCY

RG:         METAL GLAZE FILM

        RR:         FUSIBLE
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For ordering MELF type metal film resistor with size 0204, power rating at 0.35W,
Tol.=±0.10%,   TCR = ±25ppm/℃ and Ohm value is 1.11M, packing in 7' inch reel,
please type  RJM73P0204B3T1114.

Please use the ordering code to minimize the chance for errors in ordering process.

ORDERING code for Melf resistors

3 digit significant figures followed by one
multiplier

R990 = 0.99Ω,  10R0 = 10Ω, 1000=100Ω,
2251 = 2.25kΩ, 2254 = 2.25MΩ,

PRODUCTION CODE PACKING
M:       MELF， CYLINDRICAL T:       7’REEL

B:    (BULK/BOX)

STANDARD POWER MODE TCR
                  72P     0.20W 9(±2ppm/℃);      8(±3ppm/℃)

                73P     0.35W 7(±5ppm/℃);      6(±10ppm/℃)

                74M     0.50W 5(±15ppm/℃);    3(±25ppm/℃)

               74P     0.60W 2(±50ppm/℃);    1(±100ppm/℃)

    16M     1.00W 0(No test data);  10(±1ppm/℃)

    17M     2.00W

    18M     3.00W

TOLERANCE
L(±0.01%); P(±0.025%);  W(±0.05%)

METRIC DIN SIZE B(±0.10%); C(±0.25%);    D(±0.50%)

0102, 0204, 0207, 0411, 0617, 0719 F(±1.0%);   G(±2.0%);      J(±5.0%) 

K(±10%);    M(±20.0%)

There is no TCR mark for resistance lower
than 10R except special request.


